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BNC-Stecker mit Schraubanschluss BNC Plug with Screw Connection
- BNC-Stecker zur Übertragung von analogen Signalen wie z. B. Videosignale
- Impedanz von 50 Ohm
- BNC-Kabel werden insbesondere in der Funk- und Videotechnik, z. B. für stationäre 

Funkgeräte und Mikrofone, eingesetzt
- zur Konfektionierung von Koaxialkabeln RG 58/U
- genormte, passgenaue BNC-Steckverbinder mit vergoldeten Kontakten 
- hochwertiges, robustes Metallgehäuse aus vernickeltem Messing für Langlebigkeit
- nur für den Hobby- und Bastelbereich geeignet

Wellenwiderstand: 50 Ω
Verpackungstyp: Bulk
Verbrauchseinheit: 10 Stk. im Plastikbeutel

- BNC connector for transmitting analogue signals such as video signals
- 50 ohm impedance
- BNC cable is used in radio and video technology, e.g. for base station 

radios and microphones
- for assembling coaxial cables RG 58/U
- standardised, precision-fit BNC connector with gold-plated contacts 
- high-quality, robust metal housing made of nickel-plated brass for durability
- only suitable for hobbyists.

Impedance:  50 Ω
Packaging type:  Bulk
Consumption unit: 10 pc. in polybag
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