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Artikel-Nr. / Item No.
31925
31926
31927
31928
31929

Länge / Length (L)
1000 ± 30 mm
1500 ± 30 mm
2000 ± 30 mm
3000 ± 30 mm
5000 ± 50 mm

Beschreibung / Description
HDMI 1.4 Kabel Flat 0100 1,0m sw
HDMI 1.4 Kabel Flat 0150 1,5m sw
HDMI 1.4 Kabel Flat 0200 2,0m sw
HDMI 1.4 Kabel Flat 0300 3,0m sw
HDMI 1.4 Kabel Flat 0500 5,0m sw

HDMI 1.4 Kabel Flat XXXX Xm sw
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Aderquerschnitt / Wire cross section
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(1C/0.25CCS + PE OD: Ø 0.5 mm) x 4C

Erdung / Drain: 1C/0.25CCS + HDPE OD: Ø 0.5mm

Aluminium / Aluminium

Mantel / Jacket: PVC

Leiter / Conductor: 1C/0.25CCS 
Isolation / Insulation: FPE Ø 0.65 mm x 5P
Erdung / Drain: 1C/0.25CCS + HDPE OD: Ø 0.5 mm

Aluminium Folie / Aluminium Foil

High Speed HDMI™ Flachkabel mit Ethernet

High Speed HDMI™ Flat Cable with Ethernet

Anschlüsse:   2x HDMI™-Stecker (Typ A)  
Kontakte:   vergoldet
Material:    PVC 45P; PE
AWG:   30
Auflösung:   4K @ 30 Hz, 3D (1920x1080p @ 24 Hz)
Max. Datenrate:   8,16 Gbit/s (340 MHz × 8 bit × 3)
Unterstützte Farbräume:  YCC-601, Adobe RGB, Adobe YCC-601, Deep Color (36 Bit), x.v.Colour (xvYCC)
Unterstütze Audioformate:  Audio Return Channel (ARC)
Unterstütze Standards:  HDR (High Dynamic Range), HDMI™ Ethernet Channel (HEC), 3D, HDCP 2.2,
   Consumer Electronics Control (CEC)

Connectors:   2x HDMI™ plug (Type A) 
Contacts:    gold plated
Material:    PVC 45P, PE
AWG:   30
Resolution:   4K @ 30 Hz, 3D (1920x1080p @ 24 Hz)
Max. data rate:   8,16 Gbit/s (340 MHz × 8 bit × 3)
Supported color spaces:  YCC-601, Adobe RGB, Adobe YCC-601, Deep Color (36 Bit), x.v.Colour (xvYCC)
Supported audio formats:  Audio Return Channel (ARC)
Supported standards:  HDR (High Dynamic Range), HDMI™ Ethernet Channel (HEC), 3D, HDCP 2.2, 
   Consumer Electronics Control (CEC)


