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High Speed HDMI™-Kabel mit Ethernet High Speed HDMI™ cable with Ethernet
- hochauflösende Signalübertragung mit bis zu 4K @ 60 Hz 
- vergoldete HDMI™-Steckverbinder
- integrierter Ethernet-Kanal spart zusätzliche Netzwerk- oder Audiokabel

Anschlüsse:  2x HDMI™-Stecker (Typ A)
Kabeltyp:   Rundkabel
AWG:   24-28
Max. Auflösung:  4K Ultra HD 2160p (60 Hz)
Max. Übertragungsrate: 4,95 Gbit/s
Kontaktwiderstand:  20 Ω max. 
Isolationswiderstand: 5 MΩ min. 
Unterstützte Standards: HDR (High Dynamic Range), 
   HDMI™ Ethernet Channel (HEC), 
   4K 3D, HDCP 2.2, 21:9 Cinemascope, 
   Consumer Electronics Control (CEC), 
   Audio Return Channel (ARC), 
   Audio (1536 kHz), Deep Color (36 Bit), 
   x.v.Colour (xvYCC)

- high-resolution signal transmission with up to 4K @ 60 Hz
- gold-plated HDMI™ connectors
- integrated Ethernet channel saves additional network or audio cables

Connections:  2x HDMI™-Stecker (Typ A)
Cable type:  round cable
AWG:   24-28
Max. resolution:  4K Ultra HD 2160p (60 Hz)
Max. Übertragungsrate: 4.95 Gbit/s
Contact resistance:  20 Ω max. 
Insulation resistance: 5 MΩ min. 
Supported standards: HDR (High Dynamic Range), 
   HDMI™ Ethernet Channel (HEC), 
   4K 3D, HDCP 2.2, 21:9 Cinemascope, 
   Consumer Electronics Control (CEC), 
   Audio Return Channel (ARC), 
   Audio (1536 kHz), Deep Color (36 Bit), 
   x.v.Colour (xvYCC)
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Leiter / Conductor: 1C/0.511BC

Mantel / Jacket: OD 9.0 ± 0.15 mm PVC

Erdung / Drain wire: 1C/0.32BC

Isolierung / Insulation: FM-PE+SKIN, OD: 1.4 (5P)

Aluminium Folie / Aluminium foil 
Erdung / Drain wire: 1C/0.32BC + HDPE, OD: 0.5 mm

(1C/0.32BC + HDPE, OD: 0.7) x 1P + 2C 

Geflecht / Braiding: 16#/8C/0.12AM


