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Änderungen vorbehalten / Subject to change
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DVI-D/HDMI™-Kabel High Speed HDMI™ cable with Ethernet
- hochauflösende Signalübertragung für Full HD-TV bis zu 1080p
- mit vergossenen Steckern
- vergoldete HDMI™-Steckverbinder
- überträgt digitale Videosignale in beide Richtungen

Anschlüsse:  DVI-D-Stecker Single-Link (18+1 pin),
   HDMI™-Stecker (Typ A)
Kabeltyp:   Rundkabel
Material:   PVC 45P, PE 
Kontaktwiderstand:  5 Ω max. 
Isolationswiderstand: 5 MΩ min. 

- high-resolution signal transmission for Full HD TV up to 1080p
- with moulded plugs
- gold-plated HDMI™ connectors
- transmits digital video signals in both directions

Connections:  DVI-D plug Single-Link (18+1 pin),
   HDMI™ plug (Type A)
Cable type:  round cable
Material:   PVC 45P, PE
Contact resistance:  5 Ω max. 
Insulation resistance: 5 MΩ min. 

Art.-Nr. / Item No.
51579
51881
51580
51581
51582

Beschreibung / Description
DVI/HDMI Kabel 1.3 G 0100 1,0m sw
DVI/HDMI Kabel 1.3 G 0150 sw
DVI/HDMI Kabel 1.3 G 0200 2,0m sw
DVI/HDMI Kabel 1.3 G 0300 3,0m sw
DVI/HDMI Kabel 1.3 G 0500 5,0m sw

Länge / Length (L)
1000 ± 30 mm
1500 ± 30 mm
2000 ± 30 mm
3000 ± 30 mm
5000 ± 50 mm

Pin-Belegung / Pin Assignment
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Aderquerschnitt / Wire cross section

Erdung / Drain wire: 1C/0.23CCS
Leiter / Conductor: 1C/0.23CCS
Isolierung / Insulation: FM-PE +SKIN Ø 0.63 + 0.05mm (4P)

Mantel / Jacket: Ø 6.0 ± 0.2 mm PVC

Erdung / Drain wire: 1C/0.23CCS+HDPE; ID: Ø 0.5 ± 0.05mm

Erdung / Drain wire: (1C/0.23CCS+HDPE; ID: Ø 0.5 ± 0.05mm) x5C
Schirmung / Braid shield: 16#/4C/0.12AM

Aluminium / Aluminium 


