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USB-C/C  0XXX  SCHWARZ  
X.XM 5G/3A PD USB 3.2 GEN1

67975, 67976, 66507, 66508, 66509

tf26.03.2020 nw
07.01.2025 fw
18.02.2025 fw

USB-C™-Kabel, USB 3.2, 60 W, 5 Gbit/s, Power Delivery
- Bis zu 5 Gbit/s sorgen für blitzschnelle Datenübertragungen mit SuperSpeed
- Das USB-Kabel unterstützt ultrahohe Auflösungen bis zu 4K @ 60 Hz
- Dank Schnellladefunktion über Power Delivery lädt das Kabel Geräte wie 

Smartphones und Laptops mit Spitzengeschwindigkeiten auf
- Direkt anschließbar an Ports mit Thunderbolt™ 4 und Thunderbolt™ 3 und 

kompatibel mit vielen Gamingkomponenten wie dem AM5-Sockel (Zen 4) von AMD

Anschluss, Typ:  USB-C™-Stecker
Anschluss 2, Typ:  USB-C™-Stecker
Standard:  USB 3.2
max. Übertragungsrate:  5 Gbit/s
max. Leistung:  60 W
Ausgang, max. Stromstärke (DC): 3 A
Ausgang 2, Spannung:  20 V      
Innenleiter, Material:  CU (Kupfer)
Farbe:  schwarz

USB-C™ Cable, USB 3.2, 60 W, 5 Gbit/s, Power Delivery
- Up to 5 Gbit/s ensure lightning-fast data transfer at SuperSpeed
- The USB cable supports ultra-high resolutions up to 4K @ 60 Hz
- Thanks to the Power Delivery fast charging function, the cable charges devices such as 

smartphones and laptops at top speeds
- Directly connectable to ports with Thunderbolt™ 4 and Thunderbolt™ 3 and compatible 

with many gaming components such as the AM5 socket (Zen 4) from AMD

Connection, type: USB-C™ connector
Connection 2, type: USB-C™ connector
Standard: USB 3.2
max. transmission rate: 5 Gbit/s
max. performance: 60 W
Output, max. amperage: 3 A
Output 2, voltage: 20 V      
Inner conductor material: CU (copper)
Color: black

Anschlussdiagramm / Wiring diagram

Beschreibung / Description
USB-C/C  0050  SCHWARZ  0.5M 5G/3A PD USB 3.2 GEN167975

67976
66507
66508
66509

USB-C/C  0100  SCHWARZ 1.0M 5G/3A PD USB 3.2 GEN1
USB-C/C  0150  SCHWARZ  1.5M 5G/3A PD USB 3.2 GEN1
USB-C/C  0200  SCHWARZ  2.0M 5G/3A PD USB 3.2 GEN1
USB-C/C  0300  SCHWARZ  3.0M 5G/3A PD USB 3.2 GEN1
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