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Pin
i No Item Length | Packaging
Construction
67353 |BKW 0150 1.5m 1/10/80/160
Braiding1: 112*0.12ALMG 67354 | BKW 0250 2.5m 1/10/60/120
Shielding1: AL FOIL(AL/P/AL) 67355 | BKW 0350 3.5m 1/10/40/80
67356 | BKW 0500 5.0m 1/10/30/60
Jacket:@5.3mmPVC.White Inner Insulation:@3.0mmFPE 67357 |BKW 0750 |75m | 1520040
Inner Conductor:30.5mmCCS 67358 BKW 1000 10 1/5/20/40
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Wiring Method
5 |Copper coll @4.5mm H:6mm 2°C8
CENTERPIN &——o ©—® CENTERPN
1. dimenslons As shown SHELL SHELL 4 | MOULDE PVC 45P White 2*15g
3 |CABLE $5.3 RG59 COAXIAL CABLE White{According fo the char) ||
2Insulation reststance=100 up to 500V= COAX 8.5 80° o 2 |CONNECTRORS2| COAX 9.5 80°Jack (Nicks! plating 100%Shielded ) foet
3.dielecric strength .5 90°plug COAX 9.5 90°%ack
1 (CONNECTRORS1| COAX 9.5 80° Plug (Nickel plating 100% Shieided ) feet
2KV 50Hz 2 sac.
4. TESTING: 100% OPEN AND SHORT AND MISWIRE TEST. NO | ttern Name SPEC ary
. : . Edition WEC/000 Scale
5. 100% RoHS CONPLIANT. Designed by minghong | tem Name | COAX0"PLUG TO COAX 90°JACK COAXIAL CABLE
Checked by itemNO | BKW series cable
Approved by Unit MM H
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