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10.10.2019 

Änderungen vorbehalten / Subject to change

DVI-I FullHD Kabel Dual Link /
DVI-I FullHD cable dual link

- DVI-I(24+5) Stecker/plug > DVI-I(24+5) Stecker/plug
- vergoldet/ gold-planted
- doppelt geschirmt/ dooble screened
- max. Auflösung/ resolution WXGA (2560x1600)
- AWG 29
- RoHs konform/ compliant

Die angegebenen Drahtfarben sind nur als Referenz 
zuverstehen. Abweichungen sind möglich. Die Funktion des 
DVI-Kabel wird dadurch nicht beeinflusst.

The wire color is for reference only, we cannot assure each 
batch of production matching this color. But it will not affect 
the function.

 nh

   60203, 60207, 60208, 60210, 60214

DVI24+5 Male

DVI24+5 Male

Cable Spec.

A)Conductor 1/0.32BC

B)Insulation FPE 0.92mm(White/Blue)

C)Drain wire 1/0.254CCS

D)Insulation PE 0.55mm

E)Al Foil 8mm (7Pair）

F)Conductor 1/0.254CCS

G)Insulation PE 0.55mm 7C

(Grey/Green/Blue/Brown/Purple/Red/Yellow)

H)Conductor 7/0.10BC

I)Insulation FPE 1.25mm 3C(Red/Green/Blue)

J)Conductor 7/0.12CCS

K)AL+ Mylar

L)Drain wire 1/0.254CCS

M)Al Foil

N)Bariding 16/4/0.12AL

O)Jacket OD:9.0±0.15mm Black
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