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CAK SVGA ADAP 1x SVGA > 2x SVGA

93263

VGA Adapterkabel, vergoldet VGA Adapter Cable, gold-plated

- VGA-Splitter zur digitalen Bildübertragung von 1x PC oder Laptop 
  an 2x Bildschirme, Projektoren oder Monitore über vorhandene VGA-Kabel
- Kompakte Bauweise ermöglicht, den Goobay VGA-Verteiler auch auf 
  engem Raum einzusetzen
- Stabile PVC-Ummantelung und Knickschutz am Stecker schützen den 
  Y-Adapter ideal vor Kabelbruch
- Vergoldete, korrosionsbeständige Stecker sorgen für eine ausgezeichnete 
  Leitfähigkeit über viele Jahre.
- Die VGA-Stecker lassen sich dank Fingerschrauben sicher am ange-
  schlossenen Gerät befestigen 

Anschlüsse:  VGA-Stecker (15-polig)
   2x VGA-Buchse (15-polig)
Konaktmaterial:  vergoldet
Isolationswiderstand:  300 V      10 MΩ/Min.
Leiterwiderstand:  3 Ω
Durchschlagfestigkeit: 150 V      /Sec., 2mA

-VGA splitter for digital image transmission from 1x PC or laptop to 
  2x screens, projectors or monitors via existing VGA cables
- Thanks to the compact design, the Goobay VGA distributor is 
  suitable even for confined spaces.
- A sturdy PVC sheathing and bend protection on the plug effectively 
  protect the Y-adapter from cable breakage.
- Gold-plated, corrosion-resistant plugs provide excellent conductivity 
  over many years.
- The VGA plugs can be securely attached to the connected device t
hanks to finger screws

Connections:  VGA plug (15 pin)
   2x VGA socket (15 pin)
Contact material:  gold plated
Insulation impedance:  300 V      10 MΩ/Min.
Conductor resistance:  3 Ω
dielectric strength:  150 V      /Sec., 2mA

ZK

Pinbelegung / Pin Out
CN1 CN2 CN3

1
6
2
7
3
8
4
5
9

10
11
12
13
14
15

Gehäuse|
shell

1
6
2
7
3
8
4
5
9
10
11
12
13
14
15

1
6
2
7
3
8
4
5
9
10
11
12
13
14
15

rot|red
E

blau|blue
E

grün|green
E

grün|green
grau|grey

NC
lila|purple

rot|red
transparent|transparent

orange|orange 
weiß|white
B+E

CN1
CN2 CN3

11

15

1

5

11

15

1

5

11

15

320 ± 15 3.8 ± 0.3

25 ± 5

Gehäuse|
shell

Gehäuse|
shell


