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TEL MODU 8 ADRIG 100m CCA

93308, 93309

1/1rs
aw

Artikel-Nr. / Item No.
93308
93309

Farbe / Color
schwarz / black

weiß / white

Telefonflachkabel 8-adrig
- unkonfektioniertes Anschlusskabel auf einer Spule
- ideal als Telefonleitung, Fernmeldekabel, Installationsleitung 

und Verlegekabel geeignet
- mit geringem Biegeradius und hoher Flexibilität

Kabeltyp:  Flachkabel
AWG:   28
Innenleiter Material: CCA (kupferkaschiertes 
   Aluminium) 
Innenleiter:   7/0,12 ± 0,002 mm
Abmessungen Mantel: 2,4 x 8,8 ± 0,2 mm 
Kabelmantel Material: PVC
Brandschutzklasse: Fca

- unterminated connection cable on a reel
- ideally suited as telephone line, telecommunication cable, 

installation cable and laying cable
- with low bending radius and high flexibility

Cable type:   flat cable
AWG :   28
Material inner conducter :  CCA (copper-clad 
    aluminium)
Inner conductor:    7/0.12 ± 0.002 mm
Dimensions jacket:  2.4 x 8.8 ± 0.2 mm 
Material cable jacket:  PVC
Fire protection class:  Fca

Telephone Flat Cable 8-core

Leiter / Conductor: 28 AWG 7/0.12 ± 0.002 mm CCA

Isolierung / Insulation: Ø 0.95 ± 0.02 mm PP

Mantel / Jacket: Thickness 0.5 ± 0.02 mm 
       Dimensions 2.4 x 8.8 ± 0.02 mm PVC


